PWQM2T

Carro Manual 2 Toneladas

Caracteristicas Esenciales

e 3 Afos de Garantia, Partes y Servicios Disponibles en América

Especificaciones Técnicas

Capacidad de Carga 4400 Ib /2000 kg Radio Minimo de Giro 33ft/1m
Longitud de cadena 1 Garantia 3 Year
Rango de ancho de la Viga 2.7~5.1in/68~130 mm
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Model / Modelo PWQM1T PWQM3T PWQMST PWQM10T
7.5in /190 mm 10.8in /275 mm 10.8in /275 mm 13.4in/340 mm
Dimensions / G 5.3in /135 mm 8.1in /205 mm 9.3in/236 mm 12.6in/320 mm
PlimEEesE P 6.3in /160 mm 10.4 in / 265 mm 12in /305 mm 14.4in /365 mm
J 3.5in /90 mm 5.4in /138 mm 6.2in/ 157 mm 7.7in /195 mm

www.prowinch.co Prowinch LLC Certified under info@prowinch.com

Standard Quality Management
Systems I1SO 9001




PWQM2T

Peso & Dimensiones

Peso Total 34 Ibs /16 Kg

Referential Images / Imagenes Referenciales
Specifications may change without notice / las especificaciones pueden cambiar sin previo aviso
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